
 
Installation Instructions | Clean Speed KTM-Husky-GG 250/300/450/500/501 Rear Brake Pedal 

 

Disassembly: 
1. Remove pushrod bolt from master cylinder using 8mm socket or wrench. 
2. Pull pushrod out of the master cylinder and set to the side. 
3. Remove brake lever pivot bolt using T45 Torx driver, while holding 13mm nut on backside. 
4. Use needle nose pliers to remove return spring from brake pedal. 
5. Remove brake pedal from bike by sliding it out from between engine and frame. 
6. Remove stock return spring from engine case mounting tab. 

 

Assembly: 
1. Remove hard stop nut and bolt from stock pedal (both 10mm heads) and transfer them over to the Clean 

Speed pedal. 
2. Slide Clean Speed pedal into position. 2-Stroke models tend to install easier from behind the foot peg, 4-

Stroke models tend to install easier from in front of foot peg. 
3. Reinstall OEM pivot bolt and lock nut with threadlocker and torque to factory spec. 
4. Adjust the hard stop to achieve the desired pedal pad height. Tighten locknut to the factory torque 

specification. 
5. Measure overall length of OEM master cylinder push rod and write it down. 
6. Using a 10mm wrench and a 10mm deep well socket separate pushrod lock nut and cone. 
7. Screw lock nut all the way down towards the clevis head of the pushrod. 
8. Thread Fasst cup on to pushrod and down to the lock nut with cupped end pointing away from clevis. 
9. Thread cone on to pushrod and adjust to the overall length you recorded earlier. 
10. Run Fasst cup up to the cone and the locknut up to the cap and tighten the cone and locknut to factory spec. 

Both 10mm heads. 
11. Double check that the overall pushrod length matches the dimension you recorded from the OEM pushrod. 
12. Install the pushrod into the master cylinder WITHOUT the Fasst return spring and tighten the mount bolt 

(8mm head). 
13. Check the pedal free travel and set within the OEM specification for your bike. 
14. Remove the master cylinder pushrod and add a dab of grease to the cone and seat the Fasst return spring 

(large diameter end) in to the Fasst cup. 
15. Install the push rod so the cone is centered in the master cylinder and the Fasst return spring is seated 

outside the rubber boot.  Make sure the rubber boot isn’t bunched up at the top of the pushrod.  
16. Once you are sure the cone and spring are seated in the master cylinder, install the master cylinder pushrod 

screw (8mm head) with threadlocker and torque to the factory spec. 
17. With the bike on a stable stand, spin the rear wheel by hand to make sure it moves freely.  Apply the rear 

brake by hand to verify it stops the rear wheel rotation.  Double check the pedal free travel.  Check that the 
Fasst return spring cap does not rub on the frame guard.  If so, the frame guard my need trimmed. 

 

See our install video at CleanSpeed.net or use your cell phone  
camera to follow the link in the QR code at the right: 

 

We recommend all products be installed by a qualified mechanic.  

Clean Speed is not responsible for any issues resulting from the use  

of our products. All Clean Speed products are MADE IN USA. 
 


